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IP54-Zertifizierte Installations-Lautsprecher
i seriesi series

Robuste ABS-Gehäuse mit Stahl-Frongrill

8”, 6.5” or 4” Niederohmige (8Ω) Version oder

8”, 6.5” or 4” ELA/100V Versionen

Erhältlich in schwarz oder weiss

√
√
√
√

Inklusive Wandhalterungen

Inklusive Sicherungsseil

Einfache Installation

Lieferung Paarweise

√
√
√
√

i8 / i8T i6 / i6T

i4 / i4T

i6 / i6T White

i4 / i4T White

i8 / i8T White



Die "i-SERIE" wurde speziell für kleine bis mittelgrosse Installationen entwickelt. Sie ist in 
3 Versionen mit 4", 6,5" oder 8" Zoll Woofer lieferbar. Die Modelle sind als ELA 70V/100V - 
oder als niederohmige Version (8Ω), in Schwarz oder Weiss erhältlich.

Über die i-SERIE

WANDMONTAGE 

Alle Modelle werden mit horizontal/
vertikal einstellbaren Wandhalterungen 
aus Stahl geliefert.

Die Wandhalterung ist an der Box einfach 
zu montieren und bietet dank dem 
halbkreisförmigen Kugelgelenk einen 
umfassende Einstellwinkel.

Eine Gewindebuchse zur Befestigung des 
mitgelieferten Sicherungsseils ist ebenfalls 
vorhanden.

LAUTSPRECHER
Das Zwei-Weg System der i-SERIE ist mit 
einem 1"-Zoll Soft-Dome Seidenkalotten-
Hochtöner und je nach Version mit einem 
4"/10cm, 6,5"/16.5cm oder 8"/20.5cm Bass- 
Lautsprecher bestückt, die eigens von 
WHARFEDALE PRO entwickelt und gebaut 
werden.

Diese Kombination ergibt einen natürlich 
klingenden Lautsprecher, der sich perfekt 
für Audiowiedergabe von Musik als auch für 
Sprache eignet.

Mit der IP54-Zertifizierung sind alle Installationslautsprecher der
i-Serie vor begrenztem Eindringen von Staub und Spritzwasser
aus allen Richtungen geschützt.



ELA 70V/100V
’T’-MODELS

i4T

Die i8T und i6T ist mit einem EUROBLOCK-
Anschluss für die Verstärkereinspeisung 
und einem Link-Ausgang ausgestattet.

i8T / i6T

FROM

AMPLIFIER
TO NEXT
SPEAKER

Die Leistungsanpassung wird 
mittels einem Drehschalter 
auf der Rückseite eingestellt. 
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Die i4T-Modelle sind mit einen Schraubanschluss ausgestattet 
und bieten Leistungsabgriffe von 25W, 12,5W und 6,25W.
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Technische Daten

Model Name i4 i4T i6 i6T i8 i8T

System Type Passive Passive Passive Passive Passive Passive

Con guration Two-way Two-way Two-way Two-way Two-way Two-way

Freq Response (+/-3dB) 100Hz - 20kHz 100Hz - 20kHz 70Hz - 20kHz 70Hz - 20kHz 70Hz - 20kHz 70Hz - 20kHz

Freq Range (-10dB) 60Hz - 20kHz 60Hz - 20kHz 50Hz - 20kHz 50Hz - 20kHz 50Hz - 20kHz 50Hz - 20kHz

Sensitivity (2.83v/1m) 84dB 83dB 86dB 85dB 87dB 86dB

Calculated Max SPL @1m 105dB 95dB 109dB 102dB 110dB 103dB

System Impedance 8 n/a 8 n/a 8 n/a

Low Frequency Transducer

Size 4" 4" 6.5" 6.5" 8" 8"

Voice Coil Size 1" 1" 1" 1" 1" 1"

Rated Impedance 8 8 8 8 8 8

LF Power (re:AES2-2012) 25W 25W 50W 50W 50W 50W

High Frequency Transducer

HF Driver Type Soft dome tweeter Soft dome tweeter Soft dome tweeter Soft dome tweeter Soft dome tweeter Soft dome tweeter

Voice Coil Size 1" 1" 1" 1" 1" 1"

Diaphragm Material Silk Silk Silk Silk Silk Silk

Rated Impedance 8 8 8 8 8 8

HF Power (re:AES2-2012) 10W 10W 10W 10W 10W 10W

Nominal Coverage (H x V)

Power

System Continuous Power 25w 70v : 6.25w /12.5w/25w 50w 70v : 12.5w /25w/50w 50w 70v : 12.5w /25w/50w

System Programme Power 50w 100v : 12.5w / 25w 100w 100v : 25w / 50w 100w 100v : 25w / 50w

System Peak Power 100w 200w 200w

Crossover frequency 2.8kHz 2.8kHz 2.2kHz 2.2kHz 2.0kHz 2.0kHz

Input Connector Screw terminal Screw terminal Phoenix terminal Phoenix terminal Phoenix terminal Phoenix terminal

Hardware Wall bracket included Wall bracket included Wall bracket included Wall bracket included Wall bracket included Wall bracket included

Enclosure

Enclosure Material and nish Plastic (ABS) Plastic (ABS) Plastic (ABS) Plastic (ABS) Plastic (ABS) Plastic (ABS)

Colour Options Black or White Black or White Black or White Black or White Black or White Black or White

Grille Material & Finish Aluminium Aluminium Aluminium Aluminium Aluminium Aluminium

Dimensions - Unpacked

Height 232mm/9.1" 232mm/9.1" 370mm/14.6" 370mm/14.6" 405mm / 15.8" 405mm / 15.8"

Width 160mm/6.3" 160mm/6.3" 245mm/9.6" 245mm/9.6" 270mm / 10.6" 270mm / 10.6"

Depth 148mm/5.8" 148mm/5.8" 216mm/8.5" 216mm/8.5" 234mm / 9.2" 234mm / 9.2"

Dimensions - Packed(1 PAIR)

Height 335mm/13.2" 335mm/13.2" 495mm/19.5" 495mm/19.5" 549mm / 21.6" 549mm / 21.6"

Width 425mm/16.7" 425mm/16.7" 565mm/22.3" 565mm/22.3" 602mm / 23.7" 602mm / 23.7"

Depth 210mm/8.3" 210mm/8.3" 340mm/13.4" 340mm/13.4" 363mm / 14.3" 363mm / 14.3"

Weight

Net Weight (single speaker) 2.1kg / 4.62lbs 2.72kg / 5.98lbs 4.3kg / 9.46lbs 5.3kg / 11.6lbs 4.7kg / 10.34lbs 5.7kg / 12.54lbs

Gross Weight(1PAIR,Inc Bracket) 5.86kg / 12.9lbs 7.1kg / 15.6lbs 11.12kg / 24.5lbs 13.75kg / 30.25lbs 12.7kg / 27.9lbs 14.7kg / 32.34lbs
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